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INTRODUCTION 
Objective 
The objective of this study is to examine the feasibility of applying 
analog computer iterative methods to the study of storage routing. 
Iterative m.ethods 
Progress in the field of computer science, as in many other fields 
has corne in steps., One such step in the series is the development of 
the iterative analog computer. The advantages of the iterative method 
can be explained by comparing analog and digital computers (Table 1). 
The iterative method makes use of the advantages of both types of 
computers. The :method has memory, has the speed of the analog 
computer, can utilize numerical techniques and requires a minimum 
of computer equipment. 
Storage routing 
This paper describes an effort to apply iterative methods to the 
study of storage routing of water down a river channeL 
Analog cOlTIputers for channel storage routing have been described 
by the U ~ S~ Weather Bureau (Linsley, Foskett, and Kohler, 1948), the 
Corps of Engineers (Rockwood and Hidebranp,1956), and others such as 
Beyers (1962), Chow (1959), Harder (1959), Kohler (1953), Mitchell 
(1962), Paynter (1960), Philbrick (1960);Yevdjevich (1960), Nash (1959), and 
Scheidegger (1960), 
Table 1. A comparison of analog and digital computers. 
Digital computer 
(i) Advantages. 
(a) More accuracy, logic and memo:r.y. 
(b) Possesses arithmetic device capable 
of performing long sequence of arithmetic 
and logical operations. 
(c) Automatically chooses the required 
path for the further course of the calculations 
subject to the result of intermediate 
operations. 
(ii) Disadvantages 
(a) Complex problems require excessive 
programming. 
(b) Complex by nature, each digit of a word 
representing an analog quantitiy must be 
handled or stored separately. 
Analog computer 
(a) Higher speed, direct and continuous solution 
of mathematical functions, simultaneous solution 
of differential and other equations. 
(b) Easier to program. 
(c) Simulates complicated functions or 
problems .. 
(a) The complexity of the problem increases the 
size of the computer proportionately. 
(b) Accuracy is limited to four digits. 
N 
A promising field of application for electronic computers 
involves th~ dynamic routing of water flow in drainage 
basins from the first raindrops to final torrents. (Philbrick, 
~960~ p. 239) 
There are three types of electrical machines used in flood, 
routing; (a) high- speed, general-purpose electric analog 
cPlllputers that are flexible and speedy (but subject to 
delays when the programming is altered to conform with 
changes in flow conditions); (b) differential analysers 
fou.nd suitable especially when the flood routing method 
is based on the simple storage differential equ,ation 
(changes of flow conditions can be handled readily and 
accuracy is very high); and (c) digital computers, where 
the change of flow conditions can be programm~d auto-
matically, and the cOlllputational speed is greater than 
that of an analog, but storage capacity restricts its use. 
(Yevdjevich, 19 6n~ p. 11) 
To save time lost in computing flood stages for endangered 
downstream points, the U. S. Wea~her Bureau has invented 
a mc;l.chine that eliminates manual computations. The 
apparatus - -named the electronic flood routing machine --
automatically produces the hydrograph for the lower end 
of any selected river while the operator traces with a stylus 
- ... on the input unit of the electrical hook-up .. -the hydrograph 
of the expected intlow at the upper end of the reach, Thus, 
the predicted time, peak, duration and slope of the flood 
hydrograph for the downstream point become known in a 
few minutes, and specific warning can be broadcast to all 
threatened communities in time to perm.it evacuation of 
people and protection of goods. (Linsley, Foskett, Kohler 
1948) 
To demonstrate the use of the iterative method three examples 
will be given. First, a differential equation solution, second, a step 
f\1nction solution and third, the solution of a storage routing problem will 
be analyzed. 
3 
COMPUTING EQUIPMENT 
The a~alog computer 
A Donner analog cqmputer was used which has 10 summation or 
integration amplifiers and 10 coefficient setting potentiometers. Fifer 
(1961), Jackson (1960), Johnson (1963), Korn and Korn (1964), Warfield 
(1959), and Wass (1955) may be consulted for details on the use of 
amplifiers for summation or integration. 
Function generator 
The required functions were generated by Donner ;Model 3750. 
This generator has 24 diodes and can generate any function approximated 
by 24 straight lines. This circuit is shown in Figure 1. 
lOOk 
lOOk 
10M 
y 
° 
100M 
F~gure 1. The circuit used 'YIith the function generator. 
_---00 output 
J 
4 
5 
Relay and driving unit 
A DPDT mechanical relay, which operates at low frequency, was 
used for the present study. This relay was driven by the transistor 
switching circuit shown in Figure 2 c 
100 ohm 
[
"AI\ 
_IL 
~ relay I r -35v 
/ 
Figure 2. The circuit of the relay and driving unit. 
X- Y plotter 
The plotter used was an II-inch by l7-inch Electronic Associates 
Incorporated, Model 1100. This plotter produces both X and Y 
deflections proportional to their dc input voltages. 
THE ITERA TIVE METHOD 
The iterative method is repetitive whieh enables memorization 
of computed information during one part of the computation and its use 
in the second part. The iterative method enables us to solve stepwise 
calculations, partial differential equations, and many complicated storage 
problems. The simple integrator is modified to use as a track and 
store mechanism. The integrator is shown in Figure 3 . 
....------n(-----I 
C l 
>-----~~----- E 
o 
reset 
E2 
c 
Figure 3. The integrator circuit. 
In Figure 3 E 1 is the nor:q1.al input to the integrator, R 1 is the input 
resistance, E is the output voltage, 
o 
C 1 is an integrating capacitor, 
and E2 is the initial-condition-voltage which is to be stored on the 
capac itor C l' thr ough the re s is tance s R 2 and R 3 . The normal input 
channel is not used but the integrator input is applied through the point c. 
6 
The circuit in Figure 3 is used for tracking and storing information. 
When the circuit is used to track, the switch is set to Ilreset rnode ll as 
in Figure 3 and the input signal fed into point c. In the re set mode, the 
capacitor is charged with the voltage negative with respect to the voltage 
to be stored. In II set operate," with no input voltage, the output voltage 
remains at the last value it had before the mode position was changed. 
During the reset mode, the capacitor C
1 
i"s charged to the 
voltage, E 2' while the rela.y is in re set mode pos ition. The important 
point is that the D10de relay should remain in "reset ll position for 
suff.icient ti,me to allow C 1 to completely charge to the voltage E 2 . 
When the mode relay is in the "operate mode ll 
o 
~ 
E (n) 
Time 
Figure 4. Output of the inte;;rator circuit. 
The time required for cornplete charge of capacitor C 1 is 
as sumed to be 5 RC. The time s for the capacitor to charge to its 
initial value E. for differe[,t reRiRtanceR and capacita.nces are given 
. Z 
7 
in Table 2. 
Table 2. Storage time for different values of resistance and 
capacitance .. 
Resistance (R2) Capac itance (C1) RC (time constant) 5RC 
1. a megohm 1. a ufd~ 1.0 sec. 5.0 
O. 1 me gohm 1,0 ufd. 0,1 sec. 0.5 
0.1 megohm 00 1 ufd, 0.01 sec. 0.05 
O. 1 me gohm O. 01 ufd. OQOO1 sec. 0.005 
sec. 
sec, 
sec, 
sec. 
Table 2 shows that for high speed a low value of resistance and 
capac itance should be used. 
The output of the amplifier is connected to the point d (Figure 6) 
of a second similar amplifier shown in Figure 3. The combined circuit 
of these two amplifiers is sh.own in Figure 6. The second amplifier is 
connected in the !Ioperate mode. I! Since the second amplifier has no 
input except through the point d it will track the output of the first 
amplifier until the relay operates. Outputs from each amplifier are 
shown in Figure 5. In Figure Sb, the output up to point b is called 
"track.!1 Point b is known as "learn" and the straight line, bc, is 
called II store.!! The important feature of this technique is the output 
from one operation can be utilized in the second. The circuit for such 
ap operation is shown in Figure 7. To clarify this operation, a step 
equation may be considered: 
Y =AX +B 
n + 1 n 1 
8 
o 
~ 
I store c 
o reset t 1 operate t 1 operate r~e#:. t3 ope rate 
Figure 5. (a) Output of the first integrator circuit. 
(b) Output of the second integrator circuit. 
r - - - - - - - - -- - - --1 
I c I 
I 1 I 
I I 
I 1 ufd. \ 
I reSEtt 
1 ufd. 
I R I 
I -4 .: 
-.,...+--- E 
reset 
op rate 
R2 R3 E ~c ____ ~~ ____ ~ __________ ~~ ____ ~ 
2 lOOk lOOk lOOk 
Figure 6. Two amplifiers connected for track and store operation. 
X 
n + 1 
>----x 
n 
Figure 7. The cir·:u.it for calcul3..tion of the step function. 
9 
o 
X 
n + 1 = C 2 
If X is the output of the second integrator during the first operation~ 
n 
proper combination of the amplifiers results in Y 1 and hence 
n+ 
Xn + 1 q The value obtained in the first operation may be used in the 
second. 
Practical examples 
Osburn (1964), gives two practical problems to illustrate the 
practical aspects of the method. 
Example 1. Param.eter sweep. A consecutive first order reaction 
is considered. In such chemical reactions, the concentration of sub-
stance A is continuously being transferred to another B at a rate 
which is proportional to the concentration of the reacting substances 
and the concentration of B is transferred to that of C. A consecutive 
first order chemical reaction can be written as; 
A~B~C 
In order to understand this reaction, let us first consider a simple first 
order reaction, which can be represented by the equation 
A~ B 
In this reaction, the rate is directly proportional to the concentration 
of the reacting substance, which can be mathematically written as 
follows: 
dA/dt 3 
10 
in which kl is the reaction rate constant. 
Now consider the consecutive first order reaction: 
A~B-+C 
In order to find the rate of change of B, the rate at which A is 
converted into B, and the rate at which B is converted into C must 
also be taken into consideration. If the reaction rate constant of A to 
B is k l , and B to C is kZ' the rate of change of concentration of 
B can be represented mathematically as: 
dB/dt ::: kl A - k Z B 
Osburn (1964}gives the values of kZ' 
kZ ::: 7.0 
A ::: 100 
o 
B ::: 0 
o 
A, 
o 
and Bas: 
o 
4 
Since Equations 3 and 4 are simultaneous and of the first order, for a 
particular value of k l , they can be solved by the circuit given in 
Figure 8. 
Figure 8. The circuit for solution of simultaneous differential Equations 
3 and 4. 
11 
The equations for three different values of k1 namely 0.4, 0.5, and 
0.6 were solved. The results obtained are shown in Figure 10. 
In order to find the maximum value of B in Equations 3 and 4, 
for values of kl varying between 0 and 1, another circuit (Figure 9) 
was used. This circuit has a track and store mechanism and can record 
the maximum values of B for different values of kl continuously. The 
circuit has track and store capability and can compute the maximum 
values of B versus k1 as k1 varies from 0 to 1. 
The curve obtained from this circuit is shown in Figure 11. For 
verification, the differential equations were solved mathematically and 
shown on page 4,0 of the Appendix. The maximum values of B for kl 
equal to 0.4, 0.5, and 0.6, as well as the maximum values obtained by 
the ab ove two methods, are given in Table 3. 
Example 2. Stepwise operation. A multistage gas absorber is 
shown in Figure 12. The absorber is divided into n sections and the 
gas concentration Y versus liquid concentration X for each stage is 
to be determined. 
The equilibr.ium equation for each stage is given by: 
x = Y x 1.2 5 
n n 
A material balance gives: 
y = 0.9 X + 0.60 6 
n + 1 n 
The circuit to solve Equations 5 and 6 is given in Figure 13. The 
curve obtained from this circuit is shown in Figure 14. Equations 5 
12 
X on recorder 
Y on 
recorder 
Figure 9. The circuit for finding the maxim.um values of B versus kl 
in the differential equations. 
Table 3. MaxiInurn values of B for different values of kl 
Analog method 
22 
25 
29 
Iterative method 
22 
25 
28 
Calculated 
22.0 
24.5 
28.5 
and 6 were also solved m.athematically. The calculated values as well 
13 
as the observation obtained from the. iterative method are shown in Table 4. 
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..j.J 
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..j.J 
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u 
~ 
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..j.J 
ro 
f..j 
..j.J 
~ 
Q) 
u 
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0 
u 
S 
~ 
S 
..... 
><: 
ro 
~ 
! 
JCr 
20 
10 
20 
10 
F. 
f , 
o I 2 
Time t 
Figure 10. Speed of chemical reaction- -concentration of B 
versus time. 
o 0·2 
kl reaction rate constant 
Figure 11. Speed of che:mical reaction- -maximum 
concen.tration of B versus reaction rate 
constant. 
14 
y~ 
1 
X ~ 
o 
y 
n 
~ Y If::-n+ 
~X2 
Figure 12. Multistage gas absorber .. 
. 60 
-------------4()~--,1 
-7 X n 
~ 
~ 
Gas in 
Liquid 
out 
Figure 13. The circuit for cOTIlputing TIlultistage gas absorber 
concentration using the iterative TIlethod. 
15 
~2 
1-1 
1 2 3 
~ ~ I 
Liquid concentration 
Figure 14. Equilibrium concentration of gas versus liquid. 
Table 4. Comparison of calculate~ and observed multistage absorber 
concentration. 
X 
observed 
iteration method 
0.00 
0.72 
1.49 
2.30 
X 
calculated 
0.00 
O~72 
1.48 
2.28 
y 
observed 
iteration method 
0.60 
1.24 
la95 
2.65 
y 
calculated 
0.60 
1.25 
1.90 
2.67 
16 
STORAGE ROUTING 
Single stage storage routing 
Problem description. In storage routing, the inflow can be 
considered as the general hydrograph. Since the inflow traverses 
channels, it involves the hydraulics of flow in open channels. 
17 
A hydrograph is defined as a curve obtained by plotting the dis~· 
charge against time. The hytlrograph is a practical method of integra::ing 
the effects of size, drainage dens ity, shape, stream pattern, channel 
capacities, stream gradients and land slopes. In the unit hydrograph, it is 
as sumed that if the distribution of the rainfall over the entire area is 
uniform and of the same duration, the hydrograph will be similar. 
For further details, Chow (1959), Nash (1959), Shen (1963), and Singh 
(1962) may be consulted. 
Solution. The problem of storage routing has been computed 
fbr a period of 8 hours with one hour iterations. Each hour represents 
a stage. For calculating the storage of one stage, the outflow of one 
stage is subtracted from the inflow to the next stage or hour. The 
change in outflow from a stage is com.puted by Inultiplying its storage 
by a constant. Hence, the outflow becollles the outflow of one sta.ge 
plus the change in that outflow. The circuit used for the computation 
of this outflow problem is shown in li-'igure 15. This circuit provides 
the desired time-varying input voltage, which represents the inflow. 
The function generator was set up to produce the required input voltage 
as follows: 
18 
A curve of inflow versus time was drawn on a sheet of graph paper. 
This graph was then placed on the table of the X - Y plotter. Small 
voltage steps were fed into the X channel. For each voltage, 
corresponding value of magnitude Y and slope were established 
by adjusting the break-point and slope controls. A t steeper slopes, the 
number of break-points was increased to improve the fitting precision. 
Details of these adjustments may be found in the instruction manual. 
The inflow generated by the function generator is applied to 
Amplifier 4, where the outflow is subtracted from the inflow to obtain 
net storage. The increa.se in the outflow is determined by multiplying 
the storage by a constant which in the present case, is 0.5. (See 
A ppendix page 40.) This increase in outflow is added to the outflow of 
the previous stage to find the value of the total outflow. In Figure 15, 
the outflow is subtracted from the inflow to ATllplifier 4, the increase 
in the resultant outflow is determined by multiplying by the constant, 
O. 5, with the potentiometer. This quantity is added to the outflow in 
surnmation Amplifier 5. The total outflow is delayed with the help of 
the iterative rnethod shown in Amplifiers 6 and 7. The outflow frorn 
Amplifiers 6 and 7 is subtracted frorn the inflow to Arnplifiers 8 and 4. 
This proces s is repeated and the i:'lflow, storage, increase in outflow, 
and outflow is recorded on the X - Y plotter. The plotter traces 
Figure 15. 
,---- ---, 
I It)() ~ I I flf)1( rr=:~,-cl ~~1 
Ilpr9 lill J~ I:: f' I 
-I ~'l~J~r¥Li?i 1 
,r 
- .1. 
a 
The circuit for single stage storage routing. 
~----
..... 
-.0 
20 
obtained are shown in Figures 16, 17, and 18. The values of different 
flows are taken from these C'.lrves and are shown in Table 5. Inflow, 
storage, increase in outflow, and outflow have also been calculated 
and are also shown in Table 5. 
Spe c if ic exa:m pl~ 
Routing subsurface flow, I·-hour intervals. The inflow hydrograph 
was obtained from the hyd.rographs prepared by the U. S. Geological 
Survey and the Forest Service (Water Supply Paper 884) for San Di:mas 
Basin for the Flood of 2 l\1arch, 1938. For this case, the value of T 
s 
(storage discharge relationship) was determined as 1.5 to 3 hours. 
For my computation, this value was assu:med to be 2~ 7 hours .. The 
value of T s was chosen from U. S. Geological Survey Water Supply 
Paper 884, pages 162, 167, from which the following quotations are 
taken: 
In Fern Canyon Watershed No.- 2, the lag in ti:me 
of OCCU14 rence between the rainfall and the associated runoff 
appears to be gene,rally from. 1 1/2 to 3 hours, which 
seems to be rather exces s ive for a drainage area of only 
0.063 square miles with a rnaxi:muTIl travel of about O~ 4 
miles. This apparently excessive lag tends to support 
the conclusion that :much of the runoff :moved through 
subterranean cha.nnels, with the result that the flow 
was slower than t~e flo""" in surface channels and :may 
have been subjected to the j_nfluence of groundwater 
storage. 
For a total rainfall of 20.44 inches during the 
storm, the 1/40 a,ere. plots at FeTn Canyon showed 
a direct surface rU::'.of£ of only O. 17, 0.08, and o. 06 
inches. Wit!:: a;~ a;,Jerage rate of rainfall of 1.52 
inche s fol" a ~. 5 m.~.Y.'.ute pe!"iod, the direct surface 
Table 5. Com.parison of iterative and hand calculated values--single stage storage routing. 
~------- --- ---- ~ ~~ __ "_~ _. __ ~___ J. -____ - Calculated ~- Obtained from. Figures 16, 17, 18 
Total 
Time IEflow Storage Outflow outflow Il1Jlow 
1 2 3 4 5 6 
---.- ____ . ..............-______ .• ___ . ___________ ""~' _____ "'--'-'-"",=-",,_._~_. __ ~_ ..• ~ ____ .U~·_ ~'._. ____ ~ __ ----,,- ..... _-""_ . _--"'~ _ ... --_-
1 2 2.0 1.0 1.0 
2 4 3.0 1,5 2,5 
3 10 7.5 3.7 6.2 
4 14 7.8 400 1092 
5 18 7.,8 4.0 14.2 
6 13 -1. 2 -0.6 13.6 
7 5 -8.6 -4.5 9. 1 
8 0 -9 ~ 1 -4.5 4.6 
~_ "'----0- ----_ 
....... ----:.~ ~ ~- ---~-;..--"'----'---..........".~ -==-~----,----",- -- - - - - --=---~- --
1. Tim.e in hours. 
2. Inflow in 1000 cubic feeL 
3. Storage in 1000 cubic feet (calculated),. 
4~ Outflow in 1000 cubic feet (calculated). 
2.0 
4.0 
10.0 
14.0 
18.0 
13,0 
5,0 
0 
Storage Outflow 
7 8 
2.0 1.0 
3.0 1.6 
7.5 3.7 
7" 8 4.5 
7 .. 8 4.0 
-1.2 -1. 0 
-8~6 -4.8 
- 9 ~ 1 -4.8 
---,,"~'-",,"--~'-----
5. Total outflow, L e~ the outflow from. one stage added to the total outflow of the 
previous stage (calculated). 
6. Inflow. 
7. Storage by the iterative method. 
8. Outflow by the iterative m.ethod. 
9. Total outflow, L. e. the outflow from one stage added to the total outflow of the 
previous stage by the iterative method. 
Total 
9 
LO 
2.6 
6.2 
10,3 
14.,6 
14. 0 
9.S 
4.6 
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Figure 16. The inflow hydrograph. 
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m L 
Figure 17" The outflow hydrograph. 
-10 
-
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0 
+5 
Figure 18. Increase in the outflow with time. 
22 
runoff amounted to less than O. 02 inches per hour 
. . . . It appears that a considerable part of the 
precipitation that was absorbed by the soil mantle, 
as shown by the plot experiments, and thence into 
the streams and that its movement was rather rapid. 
The storage routing circuit is shown in Figure 19G Operation 
of this circuit is explained in the section on storage routing. For the 
storage routing problem, the storage constant was 0.3 instead of 0.5. 
Computation of the storage constant is given on page 41 of the Appendix. 
The storage Table 6, column 3 ~ is obtained by subtracting the 
outflow from the inflow. The change in outflow is determined by 
multiplying this constant by D. 3 11 as shown in column 4. The total out-
flow is determined by adding the change-in-outflow to the outflow from 
the previous stage. Column 6 shows, the mean value of the outflow in 
one hour. 
The circuit used for this purpose is shown in Figure 19, The 
relay was operated at 2 cycles per second. 
The results obta ined by the iterative method along with the 
results obtained by other workers are shown in Table 6 and Figure 22G 
Routing subsurface flow, 12-minute intervals. For greater 
detai1~ ob servations were recorded at 12 -minute intervals instead of 
I-hour intervals. In this case; the storage constant was 0.078 to 
correspond with the reduced time interval. The circuit used is shown 
in Figure 19. The circuit and other considerations are the same as 
those outlined for I-hour duration except that the capacitor was OQ 1 ufd. 
23 
Table 6. A comparison of __ methods of routing subsurface flow;,> i-hour intervals. 
----.~----"-"'- ..... ~'-..-----'-.-=--<-- -- "--- .-. ,..-""'----"----
Trial Iterative method 
Time (hrs) Inflow Storage {I-Q)x 0.3 Outflow Recorded No.2 Storage 
1 2 3 4 5 6 7 8 9 
.t. ._.-.&""- .. ___ 
' .... -.------- - ------
10 1400 810 240 830 1050 1220 1000 800 
11 2300 1470 440 1270 1480 1700 1300 1470 
12 2650 . 1380 420 1690 1730 1730 1650 1360 
13 2100 410 120 1810 2250 2090 2050 500 
14 4750 2940 880 2690 3070 3200 2900 2850 
15 5250 2560 760 3450 3880 4100 3600 2500 
16 6300 2850 850 4300 4285 4010 4100 2750 
17 4200 -100 -30 4270 4260 4200 4150 -90 
e ___ ~ ____ ...... 
~- -- --"-~-~- - --"- .. ...... - ....... - '" -.: ., --, ----- _ .. -- -- - --- -----
1. Time in hours. 
2. Inflow to storage 
3. Storage calculated by hand. 
4. (I-Q) x 0.3 calculated value of the increase in the outflow. 
5. Calculated outflow. 
6. Calculated (mid value) outflow. 
7. Recorded observations 1938. 
B. Observations cOlllputed by Trial No. 2 in the report 'Storage routing analog for 
subsurface flow' by L~ A. Beyers, Physicist, University of Idaho, and J. M. Rosa, 
Hydraulic Engineer {mid value}. 
9. Storage by iterative method. 
10. Outflow {mid value} by the iterative ITlethod. 
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Figure 19. The circuit for co:mputing storage routing, I-hour intervals. 
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00 
instead of 1 ufd. The storage constant is shown on page 41 of the 
Appendix. 
Hand calculated values as well as those obtained by the other 
methods are shown in Table 7. 
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Table 7. A comparison of methods for routing subsurface flow, 12-minute intervals. 
Trial Iterative method 
Time (hrs) Inflow Storage Outflow No .. 2 Storage 
1 2 3 4 5 6 
10 1400 810 830 830 810 
11 2300 1470 1270 1120 1450 
12 2650 1380 1690 1525 1360 
13 2100 410 1810 1724 550 
14 4750 2940 2690 2325 2800 
15 5250 2560 3450 3000 2550 
16 5300 2850 4300 3800 2780 
17 4200 -100 4270 3950 -20 
-------- ----
1. Tirne in hour s ~ 
2. Inflow to storage~ 
3. Storage hand computed. 
4. Outflow hand cornputed. 
5. Observation computed by Trial No. 2 in the report IStorage routing analog for 
subsurface flow l by L. A. Beyers, Physicist, University of Idaho, and J. M. Rosa, 
Hydraulic Engineer. 
6.0 Storage by iterative rnethod. 
7. Outflow by the iterative method. 
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RESULTS 
Practical examples 
Two practical examples considered were; first, determination 
of the effect of the reaction-rate constant, k
1
, on the maximum 
concentration reached by the substance B, in a reaction; and second, 
calculation of the gas and liquid concentrations in a counter-current 
multistage gas absorber. These exatnples were used to verify the use 
of the iterative tnethod on the analog computer. The results in Tables 
3 and 4 confirm that this tnethod is satisfactory for problems involving 
storage. 
Storage routing 
After obtaining values for storage from one inflow hydrograph, 
storage) as well as outflow., can be determined for unknown flows. One 
example from an actual flood in Southern California is shown in Figure 
22. In the California flood the iterative method appears to be tnore 
accurate than other tnethods. It is evident frotn Tables 6 and 7 that 
iterative techniques compare well with hand calculated and those 
actually recorded. 
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DISCUSSION 
The present experilllent has delllonstrated a technique for solving 
storage problellls. The iterative analog cOlllputer widens the scope of 
problellls solved on an ordinary analog cOlllputer. 
Further study of the iterative lllethod should be lllade as follows: 
(1) Use of an electronic switch instead of the mechanical switch used 
in the present study, to speed up the computer. An ordinary lllechanical 
relay with a RC delay charges the capacitor to its full value, and 
lilllits the high speed capability. In the case of an electronic switch, 
as shown in Figure 25, the cOlllputer can be operated at higher speeds. 
In this case, isolating Alllplifier 1 reduces the illlpedance of the source. 
The resistance across the capacitor is approxilllately 50 ohms, including 
electronic switch. 
(2) Use of a cOlllparator in a problem, such as lllelting of snow {where 
the snow melts at a particular tem.perature) should be tested. With a 
comparator, the cOlllputer will cOlllpute only at telllperatures above the 
lllelting point. The use of diodes with an alllplifier as a comparator 
should be tested. For further information consult Johnson (1963). 
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(3) The Donner computer is equipped with ten amplifiers. The REAC 
cOlllputer, with a larger number of amplifiers, could be used by bringing 
the grid connections to the patch panel. The Donner and REAC computers 
can be used together by making interconnections. 
Me chanical 
R2 relay R3 
I I E 2 ------'A./V'y-~, -,:r--------r-I --"V\I".-,------.,. 
1- - - -
>-----~------------E 
»-----~-----------E 
Figure Z5 (a) Mechanical relay attached to an integrator. 
25 (b) Electronic relay attached to an integrator. 
o 
o 
(4) In the present study the till1e intervals have been 12 ll1inutes and 
1 hour. Other till1e intervals should be studied. 
(5) More than one store-and-track unit should be used for ll10re storage. 
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APPENDIX 
Pararrleter sweep 
The rate of change of concentration of I A I and I B I ar e given by 
the equations: 
dA/dt 
dB/dt 
B 
Storage routing 
I 
in which 
I 
Q 
I - Q 
= 
= 
= 
= 
= 
- k A 1 
-k t -k t 
100 k 1/ (k 1 - k 2 ) (e 2 _ e 1) 
e(k1 -k2 )t 
6. Q + dS/dT 
= .6 Q + T dQ/dT 
s 
= Inflow rate 
= Outflow rate 
= Tirrle relation between storage and discharge, 
direct function of outflow. Tirrle of storage can 
vary with flow, actually varie s in ;natural 
channe:~s • 
= .6 Q (1/2 + SIT Q) (A) 
= D:. Q (1/2 + T / T) 
s 
for the present problerrl, it is assumed that 
T :;: 3/2 
s 
40 
therefore 
I-Q = Q(1/Z+3/2) 
6. Q = O. 5 x (I-Q) 
Routing subsurface flow, I-hour intervals 
In this problem 
T = I hour 
T = Z.8hours 
s 
From Equation (A) 
I - Q = Q (lIZ + TIT) 
s 
= Q (lIZ + Z.8/1) 
A Q = o. 3 x (I - Q) 
Routing subsurface flow, lZ-minute intervals 
In this problem 
T = lZ minutes = I /5 hours 
T = 2.8 hours 
s 
Equation (A) is 
I - Q = AQ (lIZ + TIT) 
s 
= AQ (l/Z + Z. 8 x 5) 
A Q = 0.078 
